
INDUSTRIAL
LINE SPORTHAL

aansluitklem 
3-polig 

aansluitklem 
5-polig 

balvast
DIN 18032-3veiligheidsvergrendeling

valbeveiliging

anti-verblindingscover

De Japanse School Brussel, België

214



balvast sporthalarmatuur

EIGENSCHAPPEN TOEPASSINGEN
• balvast gecertificeerd volgens norm DIN 18032-3 • uitermate geschikt voor indoor sportterreinen
• lage verblindingsfactor UGR<22
• hoge slagvastheid IK08
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ACCESSOIRES

OPTIONEEL

KLEUREN

RAL 9016 wit

plafondbeugel pendelset 1m

CRI>80 120° SDCM<3

LEDLINES
BINNING

IP66 7 YEAR STOCK

IP20/42 2 YEAR STOCK

IP20 5 YEAR STOCK

IP67 5 YEAR STOCK

IP20/67 2 YEAR STOCK

IP67 2 YEAR STOCK

CRI>80 IP40 3 YEAR

IK08

CRI>80 36/60° IP20 5 YEAR

CRI>90 38° IP40 5 YEAR

STOCK

STOCK

STOCK

CRI>80 IP20 5 YEAR STOCK

CRI>80 IP65 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

3 YEAR STOCK

24° IP20 3 YEAR STOCK

120° IP20 3 YEAR

IP20 5 YEAR STOCK

5 YEAR STOCKMAX.10W/M

5 YEAR STOCKMAX.14,4W/M

5 YEAR STOCKMAX.14W/M

5 YEAR STOCKMAX.15W/M

5 YEAR STOCKMAX.18W/M

5 YEAR STOCKMAX.15W/M

5 YEAR STOCKMAX.20W/M

5 YEAR STOCKMAX.30W/M

5 YEAR STOCKMAX.15W/M

5 YEAR STOCKMAX.19,2W/M

5 YEAR STOCKMAX.25W/M

5 YEAR STOCKMAX.20W/M

5 YEAR STOCKMAX.20W/M

5 YEAR STOCKMAX.25W/M

5 YEAR STOCKMAX.35W/M

5 YEAR STOCKMAX.15W/M

5 YEAR STOCKMAX.20W/M

5 YEAR STOCKMAX.25W/M

5 YEAR STOCKMAX.14,4W/M

5 YEAR STOCKMAX.25W/M

5 YEAR STOCKMAX.10W/M

5 YEAR STOCKMAX.25W/M

5 YEAR STOCKMAX.20W/M

5 YEAR STOCKMAX.25W/M

uitlijning horizontaal 2mm

IP20 3 YEAR STOCK

IP67 7 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

150Lm/W 124.000H
L80

CRI>90 38° SDCM<2

LEDLINES
BINNING

IP20 5 YEAR STOCKIK06100Lm/W 50.000H
L80

CRI>80 100° SDCM<3

LEDLINES
BINNING

IP54 5 YEAR STOCKIK06150Lm/W 60.000H
L80

CRI>90 60° SDCM<3

LEDLINES
BINNING

IP44 5 YEAR STOCKIK06122Lm/W 60.000H
L80

CRI>90 60° SDCM<3

LEDLINES
BINNING

IP54 5 YEAR STOCKIK05124Lm/W 54.000H
L80

CRI>90 80° SDCM<3

LEDLINES
BINNING

IP40 5 YEAR STOCKIK07140Lm/W 108.000H
L80

110° SDCM<3

LEDLINES
BINNING

IP40 7 YEAR STOCKIK03113.000H
L80

110° SDCM<3

LEDLINES
BINNING

IP65 5 YEAR STOCKIK0366.000H
L80

CRI>80 130° SDCM<3

LEDLINES
BINNING

IP44 5 YEAR STOCKIK07130Lm/W 100.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

IP65 5 YEAR STOCKIK10120Lm/W 54.000H
L80

CRI>90 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCKIK06130Lm/W 50.000H
L80

CRI>80 140° SDCM<4

LEDLINES
BINNING

IP44 5 YEAR STOCKIK06110Lm/W 50.000H
L80

CRI>80 85° SDCM<3

LEDLINES
BINNING

IP66 5 YEARIK10155Lm/W 82.000H
L80

CRI>70 120° SDCM<3

LEDLINES
BINNING

IP69K 5 YEARIK10140Lm/W 54.000H
L80

CRI>80 SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK07190Lm/W 50.000H
L80

CRI>80 110° SDCM<4

LEDLINES
BINNING

IP65 3 YEAR STOCKIK07110Lm/W 50.000H
L80

CRI>80 110° SDCM<3

LEDLINES
BINNING

IP66 5 YEAR STOCKIK08140Lm/W 96.000H
L80

CRI>80 80x150° SDCM<3

LEDLINES
BINNING

IP66 5 YEAR STOCKIK08130Lm/W 96.000H
L80

CRI>70 SDCM<3

LEDLINES
BINNING

IP66 5 YEAR STOCKIK08170Lm/W 99.000H
L80

CRI>70 SDCM<3

LEDLINES
BINNING

IP66 5 YEARIK08150Lm/W 96.000H
L80

CRI>90 120° SDCM<2

LEDLINES
BINNING

IP67 5 YEAR36.000H
L80

CRI>90 110° SDCM<2

LEDLINES
BINNING

IP67 5 YEAR36.000H
L80

CRI>80

CRI>80

80°

85°

SDCM<3

LEDLINES
BINNING

SDCM<3

LEDLINES
BINNING

IP20

IP65

5 YEAR

5 YEAR

STOCK

STOCK

IK08

IK08

150Lm/W

160Lm/W

DIN
18032-3

DIN
18032-3

100.000H
L80

77.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

IP66 7 YEAR STOCKIK08130Lm/W 124.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

IP66 7 YEAR STOCKIK08150Lm/W 124.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

IP65 5 YEAR STOCKIK08160Lm/W 108.000H
L80

CRI>80 120° SDCM<4

LEDLINES
BINNING

IP69KIP67 5 YEAR

STOCK

STOCK

170Lm/W 104.000H
L80

CRI>70 115° SDCM<4

LEDLINES
BINNING

IP66 3 YEAR STOCK106Lm/W 50.000H
L80

ledlfex

DIP

DIP

DIP

DIP

DIP

DIP

CRI>90 40° SDCM<3

LEDLINES
BINNING

IP20 5 YEAR STOCKIK04140Lm/W

100Lm/W

160Lm/W

50.000H
L80

CRI>90 90° SDCM<3

LEDLINES
BINNING

IP20 5 YEAR STOCKIK0360.000H
L80

180Lm/WCRI>80 120° SDCM<3

LEDLINES
BINNING

IP20 5 YEAR STOCKIK0678.000H
L80

CRI>90 110° SDCM<3

LEDLINES
BINNING

IP20 3 YEAR STOCK50.000H
L80

CRI>90 36° SDCM<3

LEDLINES
BINNING

IP20 5 YEAR

5 YEAR

5 YEAR

STOCK

5 YEAR STOCK

IK04115Lm/W 50.000H
L80

DIP

DIP

CRI>80

CRI>80

120° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0754.000H
L80

120° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0754.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

IP54 5 YEAR STOCKIK10110Lm/W 110.000H
L80

DIP

LiFePO4 PENDING

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK140Lm/W 60.000H
L80

CRI>95 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK115Lm/W 60.000H
L80

CRI>90 140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK130Lm/W 60.000H
L80

CRI>95 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK115Lm/W 60.000H
L80

CRI>90 140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK100Lm/W 60.000H
L80

CRI>90 140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK125Lm/W 60.000H
L80

CRI>90 140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK120Lm/W 60.000H
L80

CRI>95 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK115Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK140Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK145Lm/W 60.000H
L80

CRI>95 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK115Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK140Lm/W 60.000H
L80

CRI>95 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK115Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK140Lm/W 60.000H
L80

CRI>95 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK110Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK135Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK150Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK135Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK125Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK125Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK125Lm/W 60.000H
L80

CRI>90 140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK80Lm/W 60.000H
L80

140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK60.000H
L80

140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK60.000H
L80

140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK60.000H
L80

IP65 3 YEAR STOCKIK08 LiFePO4

IP20 3 YEAR STOCKIK05 LiFePO4

IP20 3 YEAR STOCKIK03 LiFePO4

LiFePO4

PENDING

IP20 3 YEAR STOCK

LiFePO4IP20 5 YEAR STOCK

CRI>85 36° SDCM<3

LEDLINES
BINNING

IP65 3 YEAR STOCKIK0887Lm/W 40.000H
L80

CRI>90 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCKIK06150Lm/W 50.000H
L80

DIP

CRI>90 36° SDCM<3

LEDLINES
BINNING

IP40 5 YEAR STOCKIK0685Lm/W 54.000H
L80

IP67 7 YEAR STOCK

IP67 5 YEAR STOCK

IP66 3 YEAR STOCK

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK06110Lm/W 50.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0775Lm/W 50.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0795Lm/W 50.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK06105Lm/W 50.000H
L80

CRI>80 110° SDCM<3

LEDLINES
BINNING

IP40 7 YEARIK06110Lm/W 75.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0795Lm/W 50.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK07100Lm/W 50.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0780Lm/W 50.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0780Lm/W 50.000H
L80

ATEX

ATEX

ATEX

ARTIKEL CCT LUMEN WATT DIM € EXCL. BTW
BLR15060K4 4000 9000 60 - 328,00
BLR15080K4 4000 12000 80 - 331,00
BLR15100K4 4000 15000 100 - 528,00
BLR15150K4 4000 22500 150 - 547,00

ARTIKEL OMSCHRIJVING € EXCL. BTW
BLRBRACK plafondbeugel set 2 st. 14,00
BLRPENDM1 pendelset 2 st. 1m 35,00

ARTIKEL OMSCHRIJVING € EXCL. BTW
-DA DALI dimbaar 68,00
-EM ingebouwde noodunit 3h 136,00
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