
ARTIKEL TYPE CCT LUMEN WATT DIM GRADEN KLEUR Ø x H mm € EXCL. BTW
LE27A60727DC A60 2700 660 7 TRIAC 360° transparant 60 x 108 9,50
LE27A60930DM A60 3000 806 9 TRIAC 220° opaal 60 x 113 8,00
LE27ST64727DG ST64 2700 806 7 TRIAC 360° goud 64 x 140 14,00
LE27G125827DG G125 2700 1020 8 TRIAC 360° goud 125 x 170 19,00

EIGENSCHAPPEN TOEPASSINGEN
• filament lampen met E27 lampvoet • zowel voor kleine als grote projecten de ideale

   oplossing

lichtbron met lampvoet
E27

CRI>80 120° SDCM<3

LEDLINES
BINNING

IP66 7 YEAR STOCK

IP20/42 2 YEAR STOCK

IP20 5 YEAR STOCK

IP67 5 YEAR STOCK

IP20/67 2 YEAR STOCK

IP67 2 YEAR STOCK

CRI>80 IP40 3 YEAR

IK08

CRI>80 36/60° IP20 5 YEAR

CRI>90 38° IP40 5 YEAR

STOCK

STOCK

STOCK

CRI>80 IP20 5 YEAR STOCK

CRI>80 IP65 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

3 YEAR STOCK

24° IP20 3 YEAR STOCK

120° IP20 3 YEAR

IP20 5 YEAR STOCK

5 YEAR STOCKMAX.10W/M

5 YEAR STOCKMAX.14,4W/M

5 YEAR STOCKMAX.14W/M

5 YEAR STOCKMAX.15W/M

5 YEAR STOCKMAX.18W/M

5 YEAR STOCKMAX.15W/M

5 YEAR STOCKMAX.20W/M

5 YEAR STOCKMAX.30W/M

5 YEAR STOCKMAX.15W/M

5 YEAR STOCKMAX.19,2W/M

5 YEAR STOCKMAX.25W/M

5 YEAR STOCKMAX.20W/M

5 YEAR STOCKMAX.20W/M

5 YEAR STOCKMAX.25W/M

5 YEAR STOCKMAX.35W/M

5 YEAR STOCKMAX.15W/M

5 YEAR STOCKMAX.20W/M

5 YEAR STOCKMAX.25W/M

5 YEAR STOCKMAX.14,4W/M

5 YEAR STOCKMAX.25W/M

5 YEAR STOCKMAX.10W/M

5 YEAR STOCKMAX.25W/M

5 YEAR STOCKMAX.20W/M

5 YEAR STOCKMAX.25W/M

uitlijning horizontaal 2mm

IP20 3 YEAR STOCK

IP67 7 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

IP20 5 YEAR STOCK

150Lm/W 124.000H
L80

CRI>90 38° SDCM<2

LEDLINES
BINNING

IP20 5 YEAR STOCKIK06100Lm/W 50.000H
L80

CRI>80 100° SDCM<3

LEDLINES
BINNING

IP54 5 YEAR STOCKIK06150Lm/W 60.000H
L80

CRI>90 60° SDCM<3

LEDLINES
BINNING

IP44 5 YEAR STOCKIK06122Lm/W 60.000H
L80

CRI>90 60° SDCM<3

LEDLINES
BINNING

IP54 5 YEAR STOCKIK05124Lm/W 54.000H
L80

CRI>90 80° SDCM<3

LEDLINES
BINNING

IP40 5 YEAR STOCKIK07140Lm/W 108.000H
L80

110° SDCM<3

LEDLINES
BINNING

IP40 7 YEAR STOCKIK03113.000H
L80

110° SDCM<3

LEDLINES
BINNING

IP65 5 YEAR STOCKIK0366.000H
L80

CRI>80 130° SDCM<3

LEDLINES
BINNING

IP44 5 YEAR STOCKIK07130Lm/W 100.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

IP65 5 YEAR STOCKIK10120Lm/W 54.000H
L80

CRI>90 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCKIK06130Lm/W 50.000H
L80

CRI>80 140° SDCM<4

LEDLINES
BINNING

IP44 5 YEAR STOCKIK06110Lm/W 50.000H
L80

CRI>80 85° SDCM<3

LEDLINES
BINNING

IP66 5 YEARIK10155Lm/W 82.000H
L80

CRI>70 120° SDCM<3

LEDLINES
BINNING

IP69K 5 YEARIK10140Lm/W 54.000H
L80

CRI>80 SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK07190Lm/W 50.000H
L80

CRI>80 110° SDCM<4

LEDLINES
BINNING

IP65 3 YEAR STOCKIK07110Lm/W 50.000H
L80

CRI>80 110° SDCM<3

LEDLINES
BINNING

IP66 5 YEAR STOCKIK08140Lm/W 96.000H
L80

CRI>80 80x150° SDCM<3

LEDLINES
BINNING

IP66 5 YEAR STOCKIK08130Lm/W 96.000H
L80

CRI>70 SDCM<3

LEDLINES
BINNING

IP66 5 YEAR STOCKIK08170Lm/W 99.000H
L80

CRI>70 SDCM<3

LEDLINES
BINNING

IP66 5 YEARIK08150Lm/W 96.000H
L80

CRI>90 120° SDCM<2

LEDLINES
BINNING

IP67 5 YEAR36.000H
L80

CRI>90 110° SDCM<2

LEDLINES
BINNING

IP67 5 YEAR36.000H
L80

CRI>80

CRI>80

80°

85°

SDCM<3

LEDLINES
BINNING

SDCM<3

LEDLINES
BINNING

IP20

IP65

5 YEAR

5 YEAR

STOCK

STOCK

IK08

IK08

150Lm/W

160Lm/W

DIN
18032-3

DIN
18032-3

100.000H
L80

77.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

IP66 7 YEAR STOCKIK08130Lm/W 124.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

IP66 7 YEAR STOCKIK08150Lm/W 124.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

IP65 5 YEAR STOCKIK08160Lm/W 108.000H
L80

CRI>80 120° SDCM<4

LEDLINES
BINNING

IP69KIP67 5 YEAR

STOCK

STOCK

170Lm/W 104.000H
L80

CRI>70 115° SDCM<4

LEDLINES
BINNING

IP66 3 YEAR STOCK106Lm/W 50.000H
L80

ledlfex

DIP

DIP

DIP

DIP

DIP

DIP

CRI>90 40° SDCM<3

LEDLINES
BINNING

IP20 5 YEAR STOCKIK04140Lm/W

100Lm/W

160Lm/W

50.000H
L80

CRI>90 90° SDCM<3

LEDLINES
BINNING

IP20 5 YEAR STOCKIK0360.000H
L80

180Lm/WCRI>80 120° SDCM<3

LEDLINES
BINNING

IP20 5 YEAR STOCKIK0678.000H
L80

CRI>90 110° SDCM<3

LEDLINES
BINNING

IP20 3 YEAR STOCK50.000H
L80

CRI>90 36° SDCM<3

LEDLINES
BINNING

IP20 5 YEAR

5 YEAR

5 YEAR

STOCK

5 YEAR STOCK

IK04115Lm/W 50.000H
L80

DIP

DIP

CRI>80

CRI>80

120° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0754.000H
L80

120° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0754.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

IP54 5 YEAR STOCKIK10110Lm/W 110.000H
L80

DIP

LiFePO4 PENDING

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK140Lm/W 60.000H
L80

CRI>95 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK115Lm/W 60.000H
L80

CRI>90 140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK130Lm/W 60.000H
L80

CRI>95 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK115Lm/W 60.000H
L80

CRI>90 140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK100Lm/W 60.000H
L80

CRI>90 140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK125Lm/W 60.000H
L80

CRI>90 140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK120Lm/W 60.000H
L80

CRI>95 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK115Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK140Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK145Lm/W 60.000H
L80

CRI>95 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK115Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK140Lm/W 60.000H
L80

CRI>95 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK115Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK140Lm/W 60.000H
L80

CRI>95 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK110Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK135Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK150Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK135Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK125Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK125Lm/W 60.000H
L80

CRI>80 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK125Lm/W 60.000H
L80

CRI>90 140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK80Lm/W 60.000H
L80

140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK60.000H
L80

140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK60.000H
L80

140° SDCM<3

LEDLINES
BINNING

5 YEAR STOCK60.000H
L80

IP65 3 YEAR STOCKIK08 LiFePO4

IP20 3 YEAR STOCKIK05 LiFePO4

IP20 3 YEAR STOCKIK03 LiFePO4

LiFePO4

PENDING

IP20 3 YEAR STOCK

LiFePO4IP20 5 YEAR STOCK

CRI>85 36° SDCM<3

LEDLINES
BINNING

IP65 3 YEAR STOCKIK0887Lm/W 40.000H
L80

CRI>90 120° SDCM<3

LEDLINES
BINNING

5 YEAR STOCKIK06150Lm/W 50.000H
L80

DIP

CRI>90 36° SDCM<3

LEDLINES
BINNING

IP40 5 YEAR STOCKIK0685Lm/W 54.000H
L80

IP67 7 YEAR STOCK

IP67 5 YEAR STOCK

IP66 3 YEAR STOCK

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK06110Lm/W 50.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0775Lm/W 50.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0795Lm/W 50.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK06105Lm/W 50.000H
L80

CRI>80 110° SDCM<3

LEDLINES
BINNING

IP40 7 YEARIK06110Lm/W 75.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0795Lm/W 50.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK07100Lm/W 50.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0780Lm/W 50.000H
L80

CRI>80 90° SDCM<3

LEDLINES
BINNING

IP40 5 YEARIK0780Lm/W 50.000H
L80

ATEX

ATEX

ATEX
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HOSPITALITY LINE LICHTBRONNEN




